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Proposed Locations of Share the Road Signs in King George County:

*

Both ends of Rt. 3 - the current planned route of the PHNST
" Shoulder improvements are desperately needed on Rt. 3 contrary to
everything that you will read, these shoulders are not adequate for bicycle use.
o Remember, it is much cheaper to put up the correct signage than to pave
shoulders. Bicycles are not relegated to the shoulders of public roads...they
are vehicles.

*

Both ends of Rt. 301
o Rt. 301 is the first connector between Maryland and Virginia South ofD.C.
for the Potomac Heritage National Scenic Trail.
o Due to high volume and the high speed of traffic we should accept nothing
less than 10 foot paved shoulders from the Nice Bridge south to the
Rappahannock.

*

Both ends of Rt. 605

*
*
*
*
*
*

Both ends of Rt.
Both ends of Rt.
Both ends of Rt.
Both ends of Rt.
Both ends of Rt.
All county roads

694.
609
610
205 - the route that I ride most days to work.
624, including 218 East from 301 to 205.
South of Rt. 3 which ispretty well covered by the KG Comp. Plan.

KING GEORGE COUNTY PROPOSED BICYCLE ROUTES ANALYSIS
MAJOR ROADS
Route 3 (Kings Highway):
* 19.7 miles in length
* Speed limit 45-55mph
* shoulder widths vary from 8ft to 4ft. there is only a 0.61/mi segment of
roadway that has no shoulder
* good lines of sight for motorists
* traffic volumes vary between 5,000 vpd (near Westmoreland Co. line) to
20,000 vpd (near Stafford Co. line)
Recommended Improvements:
* Route 3 is by-and-large
adequate for bicycle travel
as is. There are adequate
shoulder widths for group A
& B riders. We recommend
that the shoulders be paved
(where they are not already)
to a minimum width of 4ft.
and the .61/mi that has no
shoulder be improved to a
4ft paved shoulder. We also
recommend
that
some
signage is installed alerting
motorists of the presence of
bicycles.

Route 301 (James Madison Parkway):
* 17.1 miles in length
* Speed limits vary from 40-55mph
* Shoulder widths vary from 2ft (Rt. 652 to Maryland Line) to 10ft. (Rt. 206
to Rt. 652). Shoulder widths on this road are between 4 & 6ft for the
remainder of the County.
* Good lines of sight for motorists throughout the County
* Traffic volumes range from 12,500 vpd (at the Caroline Co. line) to 19,300
vpd (at the Nice Bridge)

Recommended Improvements:
Route 301, like Route 3, is largely adequate for bicycle travel. We
recommend shoulder paving of 4ft (in areas that areas that are not already
paved and extending the shoulder from 2ft to 4ft from Rt. 652 to the Nice
Bridge. Again, we also recommend some signage being installed alerting
motorists of the presence of bicycle traffic on the road.
SECONDARY ROADS
Route 218 (Caledon Road &Windsor Rd.)
* 20.1 miles in length (total)
* Speed limits vary from 45 to 55 mph
* Shoulder widths vary from Oft to 4ft(
* Bad lines of sight in northern King George
intersection of Rt. 301 are good
* Rt. 218 in northern King George is very dangerous, traffic exeeoS speedlimit excessively.
* Traffic volumes range from 1.200 vpd around route 301 to 4.800 near the
intersection of Route 205
Recommended Improvements:
* In our opinion, route 218 in nortnern King George County snould not be
considered for bicycle facilities. It has no shoulder, bad lines of sight for
motorists and the speed limit is excessively exceeded. One segment of
this road (from Comorn Rd. to Fairview Dr.)is critical for linking Fairview
beach into the network, it may be worthwhile to look into some type of
easement along this segment to provide a safe route to Fairview Beach.
However,
Route
218,
traveling south, (Windsor
Rd) after the intersection
with Route 301 to the
roads intersection with is
adequate for bicycle travel.
We recommend that the
shoulders be paved to a
width of 4ft and signage
added to alert motorists of
bicycle traffic. The length
of the paved shoulders
(from Rt. 301 to Rt. 205) is
approximately 6 miles.

Route 205 (Ridge Road):
* 7.4 miles in length
* Speed limit 45mph
* There is a 6ft shoulder on both sides of the road for the entire length of th
road.
* Good visibility for motorists
* Traffic volumes range fron
7,900 vpd (around Routes 3 a
Recommended Improvements:
* Route 205 is largely adequate for bicycle travel now. We recommendthe
the shoulders be paved to a width of 4ft (where they are not already) ar
signage added to alert motorists of bicycle traffic
Route 206 (Dahigren Rd):
* 11 miles in length
* Speed limit 45 mp
* No shoulders
* Bad visibility for motorists
* Speed limit often exceeded
* Traffic volumes 9,500-11,500
Recommendations:
roco~mond that Dahlgr Rd. no9t be8 includod as a bcycling ro)ue ',
recommend that Route 206 be considered for widening and re-alignme
with th2

signac
Were(_
addresses when development pressures and inc
provide enough incentive for this
Route 206 & Dahigren Area (east of 301)
* Speed limit 35
* Little to no shoulder
* Good visibility
Recommended Improvements:
* For this segment of Dahlgren Road, we recommend either a dedicated onroad bike lane or a separate shared use path. This would add to the safety,
of the commuters who chose to ride to Dahlgren NSWC from Routes 3 or
301, as well as making the neighborhood itself more attractive. It is also
recommended that all of the roads in this area be retrofitted with

sidewalks for pedestrian use. This would also add to the attractiveness of
the neighborhood and could entice more people to live in the area. It
would allow people who work at the NSWC to walk to the surrounding
restaurants/business on their lunch breaks,

Route 609 (Comorn Rd.)
* 2.7 miles in length
* Speed 35mph
* Shoulder ranges from 0 to 4ft.
* Good visibility for motorists
* Traffic volumes range from 1,400 vpd to 3,200 vpd
Recommended Improvements:
* We recommend that this road be signed as a "shared roadway". Traffic
volumes on this road are fairly light and the road, and sight line for
motorists are good. In our eyes we would see this road as a connector
from Rt. 3 to Fairview Beach.
Route 610: (Indiantown Road)
*
*
*
*
*

2.1 miles in length
Speed limit varies 35mph
to 45 mph
2ft shoulders
Adequate visibility for
motorists
Traffic volumes are low
(1,300vpd)

Recommendations:
* Due to the adequate
visibility and low traffic
volumes, we recommend
that this road be signed as
a "shared roadway". Indiantown Road provides a good connection
between Route 3 (Courthouse Area to Caledon State Park).

Route 614 (Owens Drive and Mathias Point Road):
* 2 miles in length (Owens Rd)
* 25 mph speed limit
* No shoulder
* Good visibility
* Traffic volumes around 1000vpd
Recommendations:
* We
recommend
that
Owens Dr. and Mathias
Point Rd. be signed as
shared roadways. Traffic
volumes on this road are
light and the road has a
good
sight
line
for
motorists are good. This
road is also aesthetically
appealing and leads to
river access. It would make
a good recreational ride.

